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PROPOSED BITUMINOUS OR BEGINNING AND ENDING OF _—
CONCRETE OVERLAY APPROACH SLABS TO BRIDGE
BRIDGE EXISTING
APPROACH SLAB

MINIMUM TRANSITION LENGTH = 35 METERS

10 METERS (MIN.) ———————————— |
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\--EXISTING BRIDGE JOINT SYSTEM
TO BE REMOVED

L THIS SECTION TO BE SCARIFIED WITH COLD MILLING EQUIPMENT OR TO BE REMOVED, IF

THE ENGINEER DEEMS NECESSARY TO REHABILITATE THE EXISTING PAVEMENT STRUCTURE.

L EXISTING SURFACE TO BE SCARIFIED
WITH COLD MILLING EQUIPMENT

NEW BITUMINOUS SURFACE COURSE
(HOT PLANT-MIX BITUMINOUS S-1 (75) OR SPS)

EXISTING PAVEMENT STRUCTURE

A
\ STEP 1: MILLING AND CLEANING THE SURFACE EXISTING PAVEMENT STRUCTURE
BEGINNING AND ENDING OF - | - - ;'
A P ENDINS OF . ‘ — MINIMUM TRANSITION LENGTH = 35 METERS — ‘
2 INCHES
CONCRETE OVERLAS
RIDG EXISTING
NEW BITUMINOUS BRIDGE APPROACH SLAB
OVERLAY —— 2 INCHES
‘ - ‘ VARIES — 2 INCHES
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\ SEE DETAIL "A" _/ \——APPLY THE BITUMINOUS TACK COAT
\ ON THIS SHEET THE PARTIAL-DEPTH OR FULLDEPTH REHABILITATION OF EXISTING
\ 83§§&$"g“8¢13 ENT WILL BE PERFORMED AS DIRECTED BY THE ENGINEER
- NEW BRIDGE JOINT SYSTEM Sﬁ GSIE(E)E STANDARD SF;&(\Z/IE;&Q;\‘I'_}ON 402-"REHABILITATION OF
’\ .
APPLY THE CORROSION INHIBITOR, .
\ STRUCTURAL CRACK HEALER / SEALER STEP 2: NEW BITUMINOUS COURSE AND OVERLAY
AND BITUMINOUS TACK GOAT FOR
BITUMINOUS OVERLAY ONLY
BITUMINOUS —— @ o— BITUMINOUS
COURSE COURSE
NOTE:
1. THE GENERAL NOTES, PROCEDURES AND DETAILS FOR TRANSITION TO BITUMINOUS PAVEMENTS

AND STRUCTURES TYPE 3 ARE SHOWN ON SHEET MBPD-1.
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