ONLY SILICONE JOINT SEALANTS INCLUDED IN THE APPROVED LIST MAY BE USED.
INDICATED IN THE FOLLOWING TABLE:

APPROVED USAGE AS

APPROVED LIST OF SILICONE JOINT SEALANTS

MANUFACTURER

PRODUCT

JOINTS WITH PC
CONCRETE PAVEMENT

JOINTS WITH PC
CONCRETE PAVEMENT
ON ONE SIDE AND

IDENTIFICATION ON BOTH SIDES ASPHALT PAVEMENT ON
THE OTHER SIDE
Dow Corning DC-890-SL Allowed Allowed
Dow Corning DC—-888—-SL Allowed Not Allowed
Crafco Roadsaver Silicone 34902 Allowed Not Allowed
Crafco Roadsaver Silicone 34903 Allowed Not Allowed

EACH SEALANT MAY ONLY BE USED FOR [TS

SUPPLIERS AND MANUFACTURERS WHO MAY WISH TO HAVE THEIR SILICONE SEALANTS INCLUDED IN THE APPROVED LIST, MUST
SUBMIT TO THE AUTHORITY A FULL DESCRIPTION OF THEIR PRODUCTS, COMPLETE PHYSICAL AND CHEMICAL ATTRIBUTES AND OTHER
SUPPORTING DOCUMENTATION. |

[__EFFECTIVE DATE: JULY 2000 ]
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